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I. GENERAL

This project involves the modification of an existing mast Traffic Control

1 z 3 4 5 3]
Signal at the intersection of US 1 (Rhode Island Ave) and 34th Street / . ® ® ®r & ® ®
Perry Street / Municipal Place in Prince George’s County. Queueing loops shal l
be installed on southbound US 1, south of the Mount Rainier Roundabout. ° ° ° ° o °

When these l|oops detect a queue on southbound US 1 they shaill signal the
controiler to stop southbound US 1 traffic at the intersection and aliow

Yol 2
Yol 8

Municipal Place bus traffic to proceed. This will prevent the traffic queus from

blocking +he roundabout. US 1 (Rhode Island Ave) is assumed to run PHASE 2 & 6 G G G G R R DW DW

a north-south direction. —
11. INTERSECTION OPERATION 2 & 6 CHANGE Y Y Y Y R R DW DW _’T

1. The intersection shall continue to operate in a NEMA three—phase. PHASE 4 R R R R C C oW oW -

semi—actuated mode, with the US 1 (Rhode Island Ave) approaches
running concurrently. The pedestrian phase with pushbutton actuation T
shall remain in operation across the north leg of US 1 (Rhode Island Ave). 4 CHANGE R R R R Y Y oW DW -
The Municipal Place dpprodch shall also continue +o run in its own phase.

PHASE 4 ALT R R R R G G WK WK !
Z. The $xis+ing iuli—+ra+f:c—oc+uq+eg. ?:gh+—phcse con+ro||e; ﬁi+h gwo (Z)Ngﬁxr—channel. rack :k
moun oop detector amplifiers and a4 necessary equipmen oused in a
size "6” base—mounted cabinet shall be utilized at +his intersection. PED CLEARANCE R R R R G G FL/DW } FL/DW }
III. SPECIAL NOTES 4 ALT CHANGE R R R R Y ¥ oW DW l
1. The Contractor shall be responsible for terminating all signal cables FLASHING 4__$_
to the appropriate terminals and shall properly (abel each cable. OPERATION FLAC | LA FLAYELAY FL/R | FL/R | DARK | DARK —>
2. All controller cabinet wiring will be performed by the S.H.A. Signal Shop NOTE:  WHEN QUEUEING LOOPS SOUTH OF MOUNT RAINER ROUNDABOUT MAKE CALL TO
Contact Mr. Ed Rodenhizer at (410) 787-7652 seventy-two hours in CONTROLLER, THE SIGNAL SHALL ODPERATE IN PHASE 4 SO THAT QUEUES THROUGH THE
advance of intended work. ROUNDASOUT CAN BE CLEARED.
3. All underground and overhead utilities shown on these plans are schematic only
and may not be complete. The Contractor shall be responsible for notifying
Miss Utilit+y prior +o construction so that all utilities may be located in the
field. If the Contractor perceives that a conflict between +the utilities and the
traffic signal wili occours the Coniractor shall notify the Project Engineer
immediately so that the conflict may be resclved.
The contact persons for District #3 (Prince George’'s County)
and SHA are as fTol lows:
Ms. Felecia Murphy
Assistant District Engineer — Traffic
Phone: (301Y B513-7424
Mr. Vernon Stinnett
District Engineer — Maintenance
Phone: (301) 513-7304 .
Mr. Victor Grafton
Assistant District Engineer — Util ity
Phone: (301) 513-7350
Mr. Richard L. Daff. Sr.
Chief, Traffic Operations Division . WIRING DIAGRAM
Phone: (410) 787-7630
TOD NO: XX656-09
Mr. Ed Rodenhi?er Sect SHA NO: PG771B58
v Si i fon
Manager: ,2ignal Operations Sect! | US 1, 32" Ave/Perry Streot
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A. EQUIPMENT TO BE SUPPLIED BY S.H.A. LW<<: i? i?

THERE IS NO EQUIPMENT TO BE SUPPLIED BY THE SHA.

CABLE (NO. 14 A.W.G )
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B. EQUIPMENT TO BE FURNISHED AND INSTALLED BY THE CONTRACTOR = =~ A.B EL_EQ?ET?&EE (NO. 14 A.W.G.)
ITEM * = -
NO. DESCRIPTION QUANTITY ' _} - - LW- LOOP WIRE (ND. 14 A.W.G.)
, N~ O g O
A8 i S DA e ES- EXISTING UNDERGROUND SERVICE
1002 Maintenance of traffic per 1 EA TO BE MAINTAINED BY PEPCO
assignment. A.B
" . AsB A.B
8010 1% detector sieeve galvanized o 24 L,F,.
flexible liquid tight conduit.
8013 Schedule 80 rigid PVC condui-+t 270 L.F.
up to 4” ~ bored.
8015 Schedule 80 rigid PVC conduit 180 L.F.
up to 4" — trenched.
8018 Eurggsh and install electrical 4 EA
andhol e.
B STATE OF MARYLAND
8020 Loop wire encased in 910 L.F. vy [ DEPARTMENT OF TRANSPORTATION
flexible tubing (No. 14 AWG). ' STATE HIGHWAY ADMINISTRATION
8021 Saw cut for signal 225 L.F.

(Toop detector). | US 1 (RHODE ISLAND AVE) AND
Neg. 5“ concrete sidewalk. 50 S.F. 34TH AVE/PERRY STREET/MUNICIPAL PLACE

Neg. Remove sidewalk. 50 S.F. MOUNT RAINIER., MARYLAND
Neg. Electrical cable — 2 conductor 1200 L.F.

tatuminum shiefded) | — GENERAL INFORMATION SHEET

J l SCALE__NONE  pATE _ 10/14/11 CONTRACT NO._X6565185
/

) R.R.Z. PRINCE-GEURGE'S
C. EQUIPMENT TO BE REMOVED DESIGNED BY COUNTY 16000100. 16
N o DRAWN BY R.C. LOGMILE '
‘I‘.‘l
STREET TRAFFIC STUDIES, (TD. CHECKED BY _'(30 '/n TiMs No. _ LOT7
There is no signal equipment to be removed for this project. : 400 Craln Hwy.NW.

Glen Burnia,MD 2106/ F.A.P. NO. TOD NO. .
FPh (410) 530-5500 :
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